
INOX STEEL
AISI 304 PROBE

MAX
ROTATION 350°
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Certificazione SOA per
la categoria OS22
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SAMPLER

STORK 440 COMPACT 
PRE-ASSEMBLED EASY TO INSTALL
SUITABLE FOR ANY KIND OF CEREALS AND FLOURS 
HOMOGENEUS AND TRUE SAMPLES
DELIVERS THE SAMPLES UP TO 100 METERS

SUCTION TURBINE 
2,2 KW

REMOTE CONTROL VIDEOCAMERA 
+ LCD

MAX ARM LENGTH 4,40 MT
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POWER SUPPLY
 400 VAC 3P + N + PE 50 Hz

SUCTION TURBINE
 THREE PHASE 2,2 KW

HYDRAULIC UNIT 1,5 KW

SHIPPING WEIGHT 800 KG

MAX ROTATION 350°

EU CERTIFICATION

UNI EN ISO 24333-2010

UNI EN ISO 12100-1:2009
UNI EN ISO 13857 - 13850
UNI EN 349-547-999-983 • 2006/42/CE
2006/95/CEE • 20447108/CE

DIMENSIONS AND SPECIFICATIONS

THREE TYPES OF PROBE AVAILABLE

SINGLE SUCTION DOUBLE SUCTION SPIRAL PROBE

GRAIN SAMPLER STANDARD INSTALLATION

1.   INOX STEEL AISI 304 PROBE 

2.   AIR SUPPLY TUBE

3.   SUCTION TUBE

4.   HYD CYLINDER

5.   HYD CYLINDER

6.   TELESCOPIC ARM

7.   MAIN COLUMN

8    ROTARY BEARING

9.   SUCTION UNIT

10. DELIVERY HOPPER

11. FILTER

12. ELECTRICAL CABINET

13. HYDRAULIC UNIT 

www.grainsamplers.com


